
cable 
max 300cm
118 1/8"

7cm
2 3/4"

120cm
47 1/4"
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TECHNICAL SHEET

MATERIALS Diffuser: Blown Borosilicate Glass
Structure: Aluminum

DIMENSIONS Diffuser: Ø10cm L120cm [Ø4” 47 1/4”]
Canopy: 40cm x 7cm x H4cm
[15 3/4” x 2 3/4” x H1 5/8”]
Cable lenght: 300cm [118 1/8”]

CANOPY Matte white

LIGHT 
SOURCE 

5 X LED STRIP 24V 28,75W (total) 3306 lm (nominal) 3000K 
CRI≥90
5 X LED STRIP 24V 28,75W (total) 3162 lm (nominal) 2700K 
CRI≥90

DIMMING
PROTOCOL

Push-dim; 0/1-10V, DALI

MARKING

NET WEIGHT 5,6 kg

STACKING S 120 H - INDOOR
David Rockwell, 2023

Discover more REPLACEABLE LED

DIMMING PROTOCOL Push-dim; 0/1-10V, DALI

FINISH (DIFFUSER + STRUCTURE) SOURCE CODE

Transparent + 
Anodized Aluminum

LED 3000K
LED 2700K

0012360
0012383

Satin Black + 
Anodized Aluminum

LED 3000K
LED 2700K

0013635
0013636

Satin Black + 
Matte Black Aluminum

LED 3000K
LED 2700K

0013639
0013640

ON REQUEST (PVD: METALIZED TREATMENT)

MINIMUM ORDER QUANTITY 2 PCS PER COLOR

DIMMING PROTOCOL Push-dim; 0/1-10V, DALI

FINISH SOURCE CODE

Metallic Petrol Blue + 
Anodized Aluminium

LED 3000K
LED 2700K

0013643
0013644

Metallic Petrol Blue + 
Matte Black Aluminum

LED 3000K
LED 2700K

0013647
0013648

Metallic Titanium + 
Anodized Aluminum

LED 3000K
LED 2700K

0013651
0013652

Metallic Titanium + 
Matte Black Aluminum

LED 3000K
LED 2700K

0013655
0013656
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DIMMING PROTOCOL
Driver and canopy not 
included

FINISH (DIFFUSER + STRUCTURE) SOURCE CODE

Transparent + 
Anodized Aluminum

LED 3000K
LED 2700K

0013253
0013254

Satin Black + 
Anodized Aluminum

LED 3000K
LED 2700K

0013637
0013638

Satin Black + 
Matte Black Aluminum

LED 3000K
LED 2700K

0013641
0013642

Class 3 version installation with remote driver

(supplied without canopy & driver)

ON REQUEST (PVD: METALIZED TREATMENT)

MINIMUM ORDER QUANTITY 2 PCS PER COLOR

DIMMING PROTOCOL
Driver and canopy not 
included

FINISH SOURCE CODE

Metallic Petrol Blue + 
Anodized Aluminum

LED 3000K
LED 2700K

0013645
0013646

Metallic Petrol Blue + 
Matte Black Aluminum

LED 3000K
LED 2700K

0013649
0013650

Metallic Titanium + 
Anodized Aluminum

LED 3000K
LED 2700K

0013653
0013654

Metallic Titanium + 
Matte Black Aluminum

LED 3000K
LED 2700K

0013657
0013658
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